
Fitting Instructions 

Moss Europe Ltd. Hampton Farm Industrial Estate, Hampton Road West, Hanworth, Middlesex TW13 6DB Tel: (+44) 020 
8867 2020 Fax: (+44) 020 8867 2030 
Moss Motors Ltd. 440 Rutherford Street, Goleta, California 93117 
In the US & Canada Toll Free (800) 667-7872 Fax (805) 692-2510 (805) 681-3400 
GHK1142X_instructions  Created By: awatson 10/9/2015 Page: 1 of 1 

Part Number: GHK1142X 
Description: Bearing Kit, hub. Wheel front, tapered roller 
Applications: Sprite I, II, III, IV 
 Midget I, II, III, 1500 
 Minor Series II, Minor 1000 
  
 
Safety First 
 
When working under or on a raised vehicle, ensure that it is safely 
supported with axles stands supported on the body. Performance 
parts put higher than normal loads on all other components. All 
components should be inspected for wear and for damage. They 
should be replaced if there is any doubt as to their condition. Moss 
Europe Ltd accepts no liability whatsoever for damage, loss or injury 
incurred as a result of using this literature. 
 

Fitting Instructions 
 

1. Strip out the existing bearings and clean the hub and stub axles. Press the outer bearing tracks into the inside of the 

hub. Fill each bearing with grease, ensuring a small protrusion of grease is visible either side of the bearing. 

 

2. Fit the large bearing into its track inside the hub and fit the grease seal ensuring the cavity between the bearing and 

seal is filled with grease.  

 

3. Assemble bearings and spacer inside the hub ensuring the supplied ring is between the spacer and large bearing as 

pictured below. 

 

 

 

 

 

4. Lightly smear the large spacer with grease and assemble into hub. Fit the outer bearing. Do not fill the 
cavity between the bearings nor inside the grease retaining cap. 

 
5. Fit the retaining washer and nut and tighten the nut to 46 Ft/Lbs. Using a dial gauge, check the end float 

of the hub is between 0.002” to 0.004”. Adjustment can be made using MGB shim between the large 
spacer and the outer bearing if required., ATB4240. (Not provided in the kit). 
 

6. Once happy with the set up, tighten the nut further to bring the slot in the castle nut in line with the hole in 
the stub axle and secure with the split pin provided. Do not tighten more than 65 Ft/Lbs. 


